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a b s t r a c t
A laser shock wave technique has been used to study the damage tolerance of T800/M21 CFRP (Carbon 
Fiber Reinforced Polymer) composite material with different lay_ups. Different levels of damage have 
been created according to various laser irradiation conditions. Several characterization methods such 
as Optical Microscopy, X-ray Radiography, or Interferometric Confocal Microscopy have been used to 
quantify these defects. The nature of the defects induced by the shock wave propagation has been stud-
ied. The sensitivity of the composite material damage to the shock conditions has been shown and quan-
tiﬁed. Moreover, the experimental results gathered with each technique have been compared to each 
other and it leads to a better understanding of the CFRP behavior under high dynamic loading. These ori-
ginal results have enabled the deﬁnition of a speciﬁc damage criterion for CFRP under dynamic loading. s 
1. Introduction
Nowadays, composite materials are used in aeronautics for
their good mechanical properties and their low weight. Increasing
their part in aircraft structures is a compulsory step to achieve a
better eco-efﬁciency. The gain could be important, especially
thanks to new assembly technologies as bonding which is meant
to replace the current techniques like riveting or bolting [1,2].
These methods are expensive, and are not well-adapted to com-
posite materials since complex machining has to be set up (drilling
leading to delamination or ﬁber breakage) [3–5]. Moreover, the use
of the bonding technique would enable a signiﬁcant weight light-
ening of the aeronautic structures, which means an aircraft con-
sumption reduction. However, several implementation problems
can penalize the bonding process, while manufacturing or during
the aircraft lifetime. The bond quality can be weakened by a bad
curing cycle, a surface contamination before bonding, etc. [6,7].
Moreover, there is no non-destructive technique currently avail-
able to quantify the bonding mechanical resistance. Facing this is-
sue, a European Project has been started in November 2010:
ENCOMB (Extended Nondestructive testing for COMposite Bonds).
New methods are developed to enable ﬁrst the characterization of
the composite surface state before bonding, and then, the certiﬁca-
tion of the bonding mechanical quality. One of the developed
methods is the laser shock wave technique ﬁrst developed by Vos-
sen and Gupta [8,9]. This technique can create a short but intense
inside tensile loading on bonded materials. If these stresses are
well-located into an interface, the bond line resistance can thus
be tested. The LASAT technique was developed for many cases,
especially for metal assemblies or metal coatings, for which it is
now well understood [10]. Under some conditions, this technique
has already been successfully used to test different bonding
strengths of composite assemblies [11–13]. Nevertheless, more
investigations remain necessary in order to optimize the technique
and to better understand the associated complex physical phe-
nomena. In particular, the composite material dynamic response
to laser shocks has to be understood to develop a technique efﬁ-
cient for any kind of bonded composite assembly [14].
From another point of view, the aeronautical composite struc-
tures can be subjected to high energy impacts during their lifetime.
Indeed, some external loadings can induce high levels of stress
with a high strain rate, such as high velocity impacts of various
kinds of projectiles (birds, ice stones, etc.). Under some conditions,
the laser shocks induce stress levels comparable to the ones in-
duced by high velocity impact. The laser shock wave technique
presented in this paper can also be used as a way to test and dam-
age composite material [14–16].
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In both case, a ﬁrst step is to study the dynamic response of the
composite material, which is key information for the applications
presented. The laser shocks are used as a laboratory tool able to
produce different levels of damage inside the composite material.
This technique differs from others as drop weight systems. They
are used to produce impacts on composite samples at low energy
and long solicitation duration compared to what can be done using
a laser shock setup. In case of classic impact loading on CFRP com-
posite, multi delamination and transverse cracks can be observed
under the loading area. The propagation of the delaminations
mainly depends on the stacking sequence [17–20]. Many numeri-
cal models are developed to restitute the composite behavior in
these cases of loading. The recent damage models are able to sim-
ulate the delamination propagation and the ply cracks initiation
and propagation. The 3D models results are useful to understand
the dynamic behavior of the composite by comparing simulation
and experimental results [21–25]. In this study, laser shocks have
been performed on CFRP T800/M21 composite materials. Several
diagnostics providing complementary information have been
tested to analyze the damage extent and nature resulting from
the laser shock wave propagation. Especially, the use of Interfero-
metric confocal microscopy has been extended to the shock
composite sample in order to quantify their residual deformation.
With these post-shock test methods, the main features of these
defects have been obtained: location, anisotropy, main dimensions.
The laser shock wave technique has been used as a characteriza-
tion method to establish the damage threshold of the CFRP com-
posite material tested and the experimental data gathered could
provide useful information to optimize numerical modeling
results.
2. Material investigated
A T800/M21 (Hexcel) composite material has been used in this
investigation. It is well-known as a classic composite material for
aeronautical applications, more speciﬁcally for structures which
are prone to impacts. It is made of a non-conventional matrix,
mixed from a thermoset epoxy resin and thermoplastic nodules
whose mechanical behavior should enhance the global composite
shock resistance. On the tested samples, this composition has been
checked using DSC (Differential Scanning Calorimetry) character-
ization. The glass transition of the epoxy was evaluated around
194 C and the thermoplastic phase has been identiﬁed from the
endothermic melting peak close to 212 C. Micrographs of a
6 mm thick T800/M21 sample are presented in Fig. 1a–c with three
different magniﬁcations. This sample is made of 33 pre-impreg-
nated plies assembled with different orientations [45/0/0/
45/0/0/45/0/0/45/0/45/0/0/45/0/00:5] S and cured
by autoclave.
On Fig. 1, the thermoplastic nodules can be observed mostly be-
tween the plies as round dark grey shapes, but are sometimes pres-
ent inside the plies, forming channels or veins (see Fig. 1a and b).
Their approximated diameter has been evaluated in the range
[10–20 lm] (see Fig. 1c). The pre-impregnated plies are about
180 lm, but the presence of the thermoplastic nodules induces a
strong deviation of the ply thickness. This 6 mm thick T800/M21
material has provided all the samples tested in this study.
3. The laser shock wave technique
The laser shock wave technique consists in a high power laser
irradiation of a target. When focused on a material, this irradiation
results in plasma sublimation on its surface. The plasma expanses
rapidly, which induces a shock wave into the material by reaction.
The shock wave is then propagating through the thickness toward
the target back face, according to properties depending on the
material characteristics. Reaching the sample back face, the reﬂec-
tion of this shock wave creates a release wave propagating back-
ward. This release wave is crossing the incident unloading wave
coming from the front face and initiated by the end of the loading
(see in Fig. 2). It is the crossing of these two release waves which
can lead to a local high tension area which could damage the mate-
rial if the stress level is high enough compared to its damage
threshold. In fact, the tensile stress level is directly linked to the
laser shock amplitude whereas its location mainly depends on
the material properties and the pulse characteristics. In order to
amplify the pressure level on the sample, a water conﬁnement
has been used to enhance the plasma expansion effect [26]. There-
fore, the damage initiation for a given material can be controlled by
changing the laser source parameters, especially the energy level
for the stress intensity, and the pulse duration for the position of
this stress area.
All the samples have been coated with aluminum painting
before laser irradiation in order to produce a more controlled shock
loading. Indeed, if the laser interaction with the aluminum has al-
ready been deeply investigated, very few investigations have been
conducted on the laser interaction on composite materials [27–30].
Consequently, the correlation between the laser intensity and the
corresponding pressure loading on the sample front face is well
documented for aluminum.
Fig. 1. Optical micrographs (a–c) of a 6 mm thick T800/M21 sample. (For interpretation of the references to color in this ﬁgure legend, the reader is referred to the web
version of this article).
4. Post-shock diagnostics and observations
4.1. Experimental methods
The conditioned samples are ﬁrst shocked with different laser
energy levels to produce different levels of inside damage. Samples
are then recovered from the laser experimental setup to be ana-
lyzed with several diagnostic setups. A ﬁrst series of shocks has
been performed on 1.5 mm thick T800/M21 samples extracted by
cutting out from the thicker material presented in Fig. 1. These
samples have been observed using optical micrography to analyze
the damage resulting from the laser shock wave propagation. It
helped to establish a correlation between the damage main charac-
teristics and the laser intensity. Another laser shock series was per-
formed on 6 mm thick sample presented in Fig. 1. The resulting
damage was observed using X-ray radiography and Interferometric
Confocal Microscopy (ICM) on the sample back face (opposite to
the shocked one). The data gathered was used to evaluate the dam-
age threshold of the T800/M21 CFRP tested under laser shock dy-
namic loading.
4.2. Thin CFRP sample experiments
Results obtained on 1.5 mm T800/M21 composite samples are
presented in this section. These samples were shocked with four
different laser energy levels on their front face. The samples have
been cut perpendicularly to the 0 ﬁber direction, and coated in a
speciﬁc resin to be observed. Results show that the damage in-
duced by the laser shock is cone-shaped through the thickness of
the sample, with the cone basis on the back face (see in Fig. 3). This
observation is consistent with other scientiﬁc work and different
impact loadings such as drop tower [14–20]. The same kind of
damage can be observed for each laser shock. It can be divided into
type groups which are detailed in Table 1. The position numbers gi-
ven in the ﬁrst column of Table 1 are referring to the corresponding
damage in Fig. 3. The laser spot diameter of 4 mm is also reported
on this ﬁgure.
Two main types of damage can be observed in a laser shocked
composite sample. Transverse cracks in the matrix, through the
ply thicknesses can be observed in Fig. 3 and the most obvious
damage is delamination between the plies, which can lead to ply
ejection if the stresses level is high enough. The delaminations
are initiated by the high tensile stresses generated by the propaga-
tion of the laser induced shock wave inside the composite. In these
experiments, the high power laser irradiation of the composite
sample results in a strong pressure load driven on a small spot
(4 mm diameter circle) compared to the size of the sample. This in-
duces bending and shear loadings, especially on the side of the im-
pacted area. These high stresses lead to the apparition of transverse
cracks perpendicularly to the ply plan inside the composite sample
(see in Fig. 3 reference 1 and 5).
An overview of the classic composite damage resulting from la-
ser shock wave propagation is given in Fig. 4. The observed zone is
Fig. 2. Sketch of the laser shock damaging technique principle in case of a damage creation. (For interpretation of the references to color in this ﬁgure legend, the reader is
referred to the web version of this article).
Fig. 3. Damaged composite sample with reference number for damage analysis (water conﬁned laser pulse: I = 5.30 GW/cm2, Dt = 30 ns, Dspot = 4 mm) – Optical micrograph.
(For interpretation of the references to color in this ﬁgure legend, the reader is referred to the web version of this article).
Fig. 4. Close observation of damage resulting from laser shock waves propagation
(water conﬁned laser pulse: I = 5.30 GW/cm2, Dt = 30 ns, Dspot = 4 mm) – optical
micrograph.
located under the impact loading area (reference number 2 in
Table 1 and Fig. 3). A ply delamination can clearly be identiﬁed,
as well as transverse cracks inside the top ply. The cracks inside
the ply have propagated between the ﬁbers. According to other
scientiﬁc works, these cracks through the plies are prior to the
cracks leading to delamination. In the laser case treated in this pa-
per, it can be assumed too as the high tensile stress area is propa-
gating from the back face to the front face (from top to bottom in
Fig. 4). So the plies are loaded before the inter-plies and can be
damaged ﬁrst. The plies that were just above the damaged one
have been ejected during the laser shock test due to the high level
of tensile stress (see in Figs. 3 and 4). As the tensile loading level is
progressively softened because of the energy dissipation resulting
from the previous delaminations, the stresses were not strong en-
ough to eject this ply but high enough to damage it.
The proﬁle of the crack leading to delamination can be linked to
the presence of thermoplastic nodules inside the composite matrix
M21. Indeed, the crack is following the ply surface geometry mean-
while it goes around the thermoplastic nodules. Moreover, cracks
going through the nodules have never been observed on the many
shocked samples analyzed. Two hypotheses can be made: the ﬁrst
one complies with the main goal of these nodules which is to en-
hance the shock resistance of composite material. Their presence
makes the crack propagation harder because it is increasing the
distance to cover before leading to delamination. The second one
relies on the fact that adding nodules inside the matrix content
Table 1
List of the common damage observed.
Damage
number
Short description of the observed damage
1 and 5 Transverse cracks through several plies close to a zone of high
thermoplastic nodule concentration. Located on the edges of
the loaded area
2 Local delamination with transverse cracks through the
considered ply
3 Important damage with both ply failure and delamination,
observed close to a zone of high thermoplastic nodule
concentration
4 Two kinds of delamination
1. Delamination with a ply ejection on the back face side. The
delamination geometric proﬁle can be observed
2. Delamination without full ply ejection. Observation of the
inter-ply after laser shock impact
6 Ejected plies
Fig. 5a. Correlation between the laser intensity and the damage depth inside the composite target with the associated micrographies (results obtained by optical inspection
of four laser shocks on T800/M21 CFRP target, 1.5 mm thick). (For interpretation of the references to color in this ﬁgure legend, the reader is referred to the web version of this
article).
Fig. 5b. Correlation between the laser intensity and the delamination width inside the composite target for two different inter-ply (Results obtained by optical inspection of
the same four laser shocks on T800/M21 CFRP target, 1.5 mm thick, presented in Fig. 5a). (For interpretation of the references to color in this ﬁgure legend, the reader is
referred to the web version of this article).
can locally increase the stress concentration which can explain
why the cracks are propagating around these thermoplastic nod-
ules. Finally, the thermoplastic nodules seem to enhance the shock
resistance of composite material. Their presence could slow down
the crack propagation and thus prevent from an early delamination
in case of high intensity impact. This conclusion is also consistent
with another work performed to compare the laser shock resis-
tance of a T800/M21 CFRP with a T300/914 CFRP, made with a clas-
sic epoxy resin [16].
The observations performed have also highlighted the existing
correlation between the laser intensity and the damage extent in-
side the composite targets. Different damage parameters can be
observed thanks to optical micrographies (observations and results
presented in Figs. 5a and 5b and 6) and linked to the laser shock
parameters. In Fig. 5a, the damage depth is plotted against the laser
intensity. The damage depth is representing the distance existing
between the sample back face and the furthest observed delamina-
tion inside the composite. These measurements have been per-
formed on four different micrographies of an impacted T800/M21
CFRP target also presented in Fig. 5a. It can be noticed that the
delamination depth is increasing with the laser intensity. Indeed,
the tensile stresses generated by the shock wave propagation are
directly linked to the laser energy, meaning the laser intensity if
both the focalized diameter and the pulse duration remain con-
stant. The level of stresses is thus higher for higher energy pulse.
In case of the lowest laser shock, the tensile stresses, located close
to the back face, are just high enough to create a small delamina-
tion in the last inter-ply (see in Fig. 5a, ﬁrst micrography). When
the laser intensity is increased, the highest stresses remain located
close to the back face, but there is enough energy left propagating
backward to delaminate a deepest inter-ply (see in Fig. 5a, second
micrography and following ones).
The same kind of correlation can be found between the laser
intensity and the delamination width for a given inter-ply (see in
Fig. 5b). For highest laser intensity loadings, the tensile stresses ini-
tiating the delamination are stronger, which facilitate the damage
propagation and ﬁnally lead to a wider delamination. The same
trend can be observed for several inter-plies. The delamination
growth is shifted to higher intensity for the plies located deeper
in the composite, which is consistent with the correlation between
the laser intensity and the delamination depth.
The crack density evolution has also been studied. Using the
micrographies presented in Fig. 5a, the number of transverse
cracks inside all the plies was counted over a 10 mm length cen-
tered on the laser impact axis for each laser shocks. Consequently,
cracks induced by the laser shock wave propagation and cracks
resulting from the ﬂexure component of the loading are both taken
into account (see Table 1 and Fig. 3). The number of cracks was
divided by the 10 mm length to obtain the crack density. As
expected, it is increasing with the laser intensity. One more time,
the highest laser intensity induces the highest level of damage
which agrees with the previous observations.
Finally, all the damage extent parameters seem to increase with
the laser intensity. In this case of thin CFRP T800/M21 composite
target, a clear correlation is established between the laser intensity
irradiating the material and the resulting inside damage. Moreover,
a quantiﬁcation of this correlation has been obtained thanks to
these original laser shock results on composite targets.
4.3. Thick CFRP sample measurements
Laser shocks were also performed on the 6 mm thick T800/M21
CFRP samples. Four different laser pulse intensities (similar to the
previous ones) have been applied. As this type of samples was
much thicker than the previous one, the damage induced by the
shock waves propagation inside the material did not spall it com-
pletely (compared to the samples presented in Fig. 3). Indeed, the
laser shock wave amplitude is more decayed through the material
thickness since there is a longer distance to cross before reaching
the back face. In this case, the resulting damage is characterized
by small blisters on the sample back face, which were measured
using Interferometric confocal microscopy and X-ray radiography
(see in Fig. 7a–c).
Interferometric confocal microscopy is based on optical inter-
ferometry to convert the ﬂux intensity into height information. It
is generally used to characterize the surface proﬁle of smallest
geometries. In the case presented here, several measurement areas
have been needed in order to get the global blister shape. For each
pixel located on the back face ply plan by an (x, y) coordinate, a
height information is added. The measurement is obtained in the
form of a matrix (x, y, z) and can be represented in the plan (x, y)
using a color scale for the z coordinate as shown in Fig. 7. In this
example, an elliptical shape can be observed. The anisotropic char-
acteristic of the delamination propagation is evidenced by this
shape, in spite the axisymmetric loading, but directly linked with
the ply orientation. This observation can be conﬁrmed by the
X-ray radiography measurement as shown by Fig. 7b and c.
The cross sections of the back face deformation are presented in
Fig. 8 and the corresponding ICM measurements are introduced
ﬁrst in Fig. 9. These cross sections were performed perpendicularly
to the 0 direction. The two measurement techniques are consis-
tent. Indeed, the delamination width observed in Fig. 8 for each
shock is corresponding to the one which can be evaluated in the
0 direction by taking the 0 lm isoheight ICM measurements.
The comparisons of the different experimental values are given
in Table 2. An accurate study of the ICM experimental results has
been performed by using a statistical analysis, considering the
experimental data as statistical series. First, it has been checked
Fig. 6. Correlation between the laser intensity and crack density inside the composite plies (results obtained by optical inspection of four T800/M21 CFRP target shocks,
1.5 mm thick). (For interpretation of the references to color in this ﬁgure legend, the reader is referred to the web version of this article).
that the shape of isoheight is true ellipse. [x, y] data are extracted
from the [x, y, z] obtained by ICM, for a given z, meaning a given
height. The idea is to show that the correlation between the x
and the y data, for all the given heights, is an ellipse. For that,
the covariance matrix R whose expression is given in Eq. (1) is
calculated. The R matrix is traducing the correlation between the
x and the y data. The main directions of the statistical series x
and y are thus given by the eigenvectors of the R matrix. For each
[x, y] series, the eigenvectors can be calculated using the following
equation:
Fig. 7. (a) Interferometric confocal microcopy measurement of a back face deformation resulting from a laser shock on a 6 mm thick T800/M21 composite sample. (b)
Corresponding X-ray radiography of the same sample. (c) Comparison between the X-ray radiography measurement and the Interferometric confocal microscopy
measurement of the same back face deformation after post-treatment (Water conﬁned laser pulse: I = 5.30 GW/cm2, Dt = 30 ns, Dspot = 4 mm). (For interpretation of the
references to colour in this ﬁgure legend, the reader is referred to the web version of this article.)
Fig. 8. Cross section micrographies corresponding to the back face deformation measured by ICM and analyzed in the following ﬁgures referred 9. (Water conﬁned laser
pulse: Dt = 30 ns, Dspot = 4 mm). (For interpretation of the references to color in this ﬁgure legend, the reader is referred to the web version of this article).
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First, the Eq. (2) is solved for each series to determine their
eigenvalues noted k1 and k2. Once calculated, these eigenvalues
can be used to determine the two eigenvectors named U and V of
each statistical series using the following equation:
DetðRKIÞ ¼ 0 with K ¼ ½k1; k2 : vector of eigenvalues
I : Identity matrix of dimension 2

ð2Þ
R  U ¼ k1  U
R  V ¼ k2  V

with
U : eigenvector associated to k1
V : eigenvector associated to k2

ð3 and 4Þ
As explained previously, the two vectors U and V give the main
directions for the statistical series [x, y]. It was checked that these
vectors were orthogonal for each isoheight series of each laser
shock, showing that it could correspond to an elliptical distribu-
tion. Then, the two main axes of the statistical [x, y] series can be
deduced using the eigenvectors as director vector. A point which
is known to be on each axis has to be chosen to plot the axes. In
this case, if the two main axes are respectively the minor and the
major axes of the ellipse searched, they are passing by the ellipse
center. This center point is obtained by calculating the average of
all x data as ﬁrst coordinate, and the average of all y data as second
coordinate. All these axes are plotted with their isoheights statisti-
cal data [x, y] in Fig. 9. It can be observed that the calculated axes
are well corresponding to the major and minor axes of each [x, y]
contour lines, and for each laser shock deformation. Finally, the
axes got from the eigenvectors can be used to calculate theoretical
semi-major and semi-minor axes. The intersection point between
the axes and the [x, y] contour line is picked for each series and
used to calculate the axes length. Then, the semi-major and
semi-minor axes lengths, respectively noted a and b, are used to
build the corresponding theoretical elliptical shape with the Eq.
(5). For each x value, the corresponding y value is calculated with
the parameters a and b using Eq. (5) for each series. The obtained
ellipses are then rotated using a classic transformation given in Eq.
(6), and translated in the (x, y) plan to be compared to the experi-
mental isoheight data.
x2
a2
þ y
2
b2
¼ 1 with a : semi-major axis length
b : semi-minor axis length

ð5Þ
z ! zeih ð6Þ
S ¼ p  a  b ð7Þ
Some comparisons are given in Fig. 10 for four different iso-
height levels measured by ICM on the sample shocked with the
highest laser intensity level. The calculated ellipses are ﬁtting quite
well with the experimental contour lines. The agreement is even
better for the high z values contour-lines, when a few differences
can be observed at low height (see z = 0 lm chart in Fig. 10). This
is probably due to edges effects which are more signiﬁcant closer
to the back face normal height. Finally, the good agreement be-
tween theoretical calculation of the elliptical curves and experi-
mental data enables some model analysis. Three different studies
are presented in Figs. 11a, 11b and 11c. The evolution of the
semi-major and semi-minor axes lengths with the height level is
ﬁrst presented in Fig. 11a. It can be noticed that for each laser
shock both parameters are decreasing when the height level of
contour lines is decreasing. The evolutions are linear with a good
correlation (see the correlation equations Fig. 11a). It gives precise
quantitative data on the blister shape created at the sample back
face by the laser shocks. Another interesting parameter is the dam-
age area. It can be calculated using Eq. (7). The evolution of the
damage surface area with the height level of the back face defor-
mation is presented in Fig. 11b. Logically, it decreases with the alti-
tude. Curves can be modeled by a quadratic equation as presented
in Fig. 11b. Finally, the angles cmi and cma to the horizontal axis of
both minor and major axes respectively can be plotted as a func-
tion of the back face deformation height. These angles are deﬁned
in Fig. 10, on the last chart. Their evolution according to the height
deformation for each laser shock are presented in Fig. 11c. A small
Fig. 9. ICM post treated results for three different laser shock intensities. For different height levels, the (x, y) data highlighting the elliptical back face deformation and the
associated major and minor axes calculated by statistical analysis are plotted (water conﬁned laser pulse: Dt = 30 ns, Dspot = 4 mm). (For interpretation of the references to
color in this ﬁgure legend, the reader is referred to the web version of this article).
Table 2
Comparison of the delamination width in the 90 direction measured on microgra-
phies and by ICM.
I (GW/cm2) Delamination perpendicularly to the 0 direction
Micrographies (lm) ICM (lm) Deviation (%)
5.30 5095 4713 7.5
4.65 4240 4384 3.4
3.43 3680 3719 1.1
rotation of the elliptical contour line of about 15 can be noticed on
both axes. This rotation is probably traducing the history of the
delamination propagation between the closest plies to the back
face. As it can be seen in the Fig. 8, the delamination occurred close
to the back face between two 0 plies. The delamination
propagated in the 0 direction, but the back face ply is in the
+45 direction. This could explain why the deformation orientation
at the top of ellipse is closest to the 0 direction than the deforma-
tion orientation at the bottom of the blister. Moreover, the bending
component of the loading could also have an inﬂuence. Once dela-
minated, the plate bended is non-symmetrical, since it is only com-
posed of two plies in the 0 and 45 directions. The bending of this
non-symmetrical plate can increase this unconventional character-
istic of the delamination.
This mathematical analysis can then be used to study the exist-
ing correlation between the composite back face deformation and
the laser intensity. Indeed, by using the major and minor axes de-
duced from the statistical analysis, blister proﬁles were extracted
from the ICM measurements, especially along these two axes of
the elliptical shape (respectively referred 1 and 2 in Fig. 7a). A com-
parison between these two proﬁles is given in Fig. 12, which allows
quantifying the anisotropy of the back face deformation. These
proﬁles can also be used to correlate the back face deformation
with the laser intensity used to irradiate the composite target as
shown in Fig. 13. On this ﬁgure, the minor and major axes proﬁles
were plotted for the three highest laser shock levels. The back face
proﬁle obtained with the lowest one was measured as a completely
ﬂat surface, and was not reported on these charts (see laser shock
Fig. 10. Comparison between the experimental isoheight lines and the theoretical elliptical shapes calculated using the experimental parameters of the statistical series, for
four different isoheight levels measured by ICM on the highest shocked sample. (Water conﬁned laser pulse: I = 5.30 GW/cm2, Dt = 30 ns, Dspot = 4 mm). (For interpretation of
the references to color in this ﬁgure legend, the reader is referred to the web version of this article).
Fig. 11a. Evolution of the semi-minor (dash line) and semi-major axes (plain line)
lengths against the height of the contour line with the associated correlations, for
the different laser intensities. (For interpretation of the references to color in this
ﬁgure legend, the reader is referred to the web version of this article).
Fig. 11b. Evolution of the in-plane deformation surface deﬁned by the contour line
against the height level of the contour line with the associated correlation, for the
different laser intensities. (For interpretation of the references to color in this ﬁgure
legend, the reader is referred to the web version of this article).
Fig. 11c. Evolution of the angles cma and cmi between the major and minor axes and
the horizontal axis against the height of the contour line, for the different laser
intensities. (For interpretation of the references to color in this ﬁgure legend, the
reader is referred to the web version of this article).
parameters in Table 3). Two experimental parameters can be gath-
ered on each proﬁle: the maximum height and the width at mid-
height, both reported in Table 3. These parameters were used to
ﬁt models on the experimental proﬁles. Indeed, each experimental
proﬁle obtained from ICM can be ﬁtted using Gaussian function as
presented in Fig. 9, characterized by A, b and c parameters. This
kind of function was already used to ﬁt experimental deformation
in case of other types of loading on CFPR [31]. The three model
parameters corresponding to the optimized ﬁttings are given in
Table 3. The ‘‘A’’ parameter is chosen to be equal to the maximum
height measured experimentally, and ‘‘c’’ is adjusted to ﬁt the
waviness of the deformation proﬁles. ‘‘b’’ parameter is just used
to adjust the position of the symmetrical axis of the model.
The ‘‘A’’ and ‘‘c’’ parameters can then be used to represent the
existing correlation between the back face deformation and the
laser intensity level. These correlations are presented in Fig. 14.
The damage growth, here represented by the maximum height
and the waviness parameters, is increasing with the laser intensity
level. Moreover, the evolution linking the maximum height to the
laser intensity seems to be linear with a good correlation (see in
Fig. 14). Thanks to these charts, it can be assumed that the damage
threshold on the T800/M21 composite sample tested is close to
2 GW/cm2. The determination of its exact position would require
more laser shock experiments to reﬁne the bottom of the curve
and deduce precisely the behavior at low laser intensity. Cross
section micrographies have also proved that the inside delamina-
tion sizes agree with the back face deformation height (see microg-
raphies in Fig. 8). The lowest shock showing no back face
deformation was not delaminated either. The highest back face
deformation corresponds to the longer delamination width and
so on. These results show that there is a direct link between the in-
side delamination size and the back face blister height.
Fig. 12. Comparison between the major and the minor axes of the elliptical back face deformation extracted from the Interferometric confocal microcopy measurement
presented in Figs. 7a–c and 9. (Water conﬁned laser pulse: I = 5.30 GW/cm2, Dt = 30 ns, Dspot = 4 mm). (For interpretation of the references to color in this ﬁgure legend, the
reader is referred to the web version of this article).
Fig. 13. Comparison between the proﬁles along the major and the minor axes of the elliptical back face deformation for different laser intensities (water conﬁned laser pulse:
Dt = 30 ns, Dspot = 4 mm). (For interpretation of the references to color in this ﬁgure legend, the reader is referred to the web version of this article).
Table 3
Experimental and model parameters for the back face deformation proﬁles.
Experiments Models
I (GW/cm2) hmax (lm) = A D (h/2) (lm) A (lm) b (lm) c (lm)
Major axes
5.30 44.5 6500 44.5 5700 2600
4.65 31.8 5150 31.8 5800 2100
3.43 20.9 4325 20.9 5800 1700
1.83 0 0 0 0 0
Minor axes
5.30 42.7 3475 42.7 3700 1400
4.65 31.4 2925 31.4 3700 1200
3.43 18.3 2600 18.3 2600 1000
1.83 0 0 0 0 0
Finally, the calculated surface area can also be plotted against
the laser intensity for a given height using the a and b length
(see Eq. (7)). In the chart presented in Fig. 15, the damage surface
area at z = 10 lm is plotted for different laser intensities. The global
trend of the obtained curve is quadratic (see the correlation equa-
tions in Fig. 15). Fig. 15 also shows that this type of chart provides a
good way for the damage threshold determination. The three last
correlations between the composite damage features and the laser
intensity allow the creation of charts to compare different compos-
ite material dynamically loaded. As it has been evaluated in Fig. 14,
the damage threshold for the studied T800/M21 composite is con-
ﬁrmed to be around 2 GW/cm2.
5. Conclusions
The laser shock wave technique has been tested on classical
aeronautic composite T800/M21 samples of different thicknesses.
This technique results in an intense but really short dynamic load-
ing, which enable the sample recovery for post-mortem analysis.
The damage resulting from the laser shock wave propagation
inside the material has thus been studied using several diagnos-
tics: optical micrography, X-ray radiographies and Interferometric
Confocal Microscopy measurements. The anisotropic damage
parameters have been shown as well as the inﬂuence of the laser
intensity level on the damage main dimensions. A ﬁrst possible
damage scenario for the T800/M21 composite under high laser
irradiation was formulated. In particular, the effect of thermoplas-
tic nodules on the cracks propagation is clearly experimentally evi-
denced. Moreover, the laser shocks performed on thick T800/M21
sample have enabled a better understanding of the dynamic
behavior of the composite. More precisely, the resulting back face
deformation has been studied using Interferometric confocal
microscopy. The relatively new technique has given original data
to study the composite damage. The elliptical characteristics of this
deformation were determined by use of a statistical analysis of the
data gathered. The models established to ﬁt the experimental data
provide parameters allowing the correlation between the back face
deformation and the laser shock intensity. More investigations
remain to be performed before reaching a full comprehension of
the composite behavior under high strain rate solicitation. Never-
theless, this original data can be used to plot charts which would
enable the comparison of the damage tolerance of different com-
posite material. To this aim, other composite materials can also
be studied to compare their dynamic behavior and their shock
resistance to the T800/M21 results. All the data gathered provide
interesting information for numerical investigations.
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